
 

MIDORI PRECISIONS CO.,LTD. 
3-2-8, Shinmeidai, Hamura-shi, Tokyo 205-0023, JAPAN

 

 

November, 2019 

 

CPP-45 Series DISCONTINUANCE 

 

 

We would like to inform you that we will stop production of CPP-45 Series. For aging of 

production facilities and decreasing environmental load substances during production 

process, the production method of conductive plastic element will be changed from 

Co-mold to screened printed. 

 

Model number affected 

CPP-45 Series 

Time Schedule 

Last Order Date: June 30, 2020 

Last production Date : June 30, 2021 

Replaceable Model 

          CP-45F Series 

(Comparison table is attached.) 

 

 
 
 
 
 
 
 
 
 

 

We hope you can understand our situation as abovementioned, and please do not hesitate 

to contact us about everything of above matter. 

 

Thank you for your understanding and cooperation. 

 

 

MIDORI PRECISIONS CO., LTD. 

overseas@midori.co.jp 

 

CPP-45B / CPP-45Bx2 CP-45FB / CP-45FBx2 



 

MIDORI PRECISIONS CO.,LTD. 
3-2-8, Shinmeidai, Hamura-shi, Tokyo 205-0023, JAPAN

 

 

CPP-45 Series 
Replacement / 

CP-45F Series 
Release Date Main specifications 

CPP-45 CP-45F *1 Jan. 2020 Shaft dia. 4mm 

CPP-45B CP-45FB Apr. 2019 (Released) Shaft dia. 6mm 

CPP-45RK CP-45FB Apr. 2019 (Released) Shaft dia. 6mm 

CPP-45x2 CP-45Fx2 *1 Feb. 2020 Shaft dia. 4mm Dual-Gang 

CPP-45Bx2 CP-45FBx2 Apr. 2019 (Released) Shaft dia. 6mm Dual-Gang 

CPP-45RBN CP-45FRBN *1 Jan. 2020 Water-drip proof 

CPP-45-xxLS CP-45F-xxLS *1 Jan. 2020 Draw-wire type 

CPP-45-xxSX CP-45F-xxSX *1 Feb. 2020 Gear-Head Multi-Turn 

 *1 : These models will be available accordingly. 

Notes: 

 (1) CP-45F Series are compatible with a fitting pitch of CPP-45 Series.  

However outer dimension has been changed. For details, please refer our catalog. 

(2) Standard Independent Linearity of CP-45F Series is +/-0.1%.  

+/-0.1% is special linearity of CPP-45 Series. (Standard Independent Linearity is +/-0.3%) 

 (3) Total resistance value is available all range of CPP-45 Series. 

 (4) Center Tap Option will be available accordingly. 

 (5) Replacements for Custom models CPP-45 Series will be consulted separately. 

 

Outer Dimension 

 Current CPP-45 Series Replacement CP-45F Series 
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CPP-45B×2 

 

 

 

 

 

 

CP-45FB×2 

 CP-45FRBN and CPP-45-xxLS will not be changed outer dimension. 

 CP-45F-xxSX will be changed Potentiometer part only. 

CP-45FB 


