FLAT CABLE
AWG 28

Length per roll 30.5m (100 feet!

SPECIFICATIONS FEATURES

Operating Voltage: 300 Vi ® Flat Cable N x AWG 28 grid 1.27 - UL 2651
Test Voltage: 2,000 Ve ® Conductor:

Current Capacity: 1A El-Cu stranded conductor 7x0.127 mm, tin plated
Insulating Resistance: > 20 G Q/m El-Cu-58 F21 according to DIN 40500 Bl. 4
Capacitance: 45 pF/m Tin plating grade V2 according to
Conductor: > 230 Q/km DIN 40500T.5

Impedance: 104 Q ® |Insulation:

Inductance: 0.60 pH/m PVC 1Y1 0 according to VDE 02071
Cross-talk asymmetrical: 60 dB Color: as desired, with colored edge strip
Cross-talk symmetrical: 50 dB ® Grey cable is Ul-approved

Temperature range in

inoperafive condition: = 30°to 105°C
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DIMENSIONS
Number of Total Total Grid Bridge | Cable |Tolerance Number of Total Total Grid Bridge | Cable |Tolerance
conductors grid width | spacing | height | thickness | of A. conductors grid width | spacing | height | thickness | of A.
n a A R+005|S+005 | d+005 + n a A R+005 | S+005 |d+0.05 e =
|10 11.43 12.38 1.27 0.20 0.95 0.15 34 41.91 42.86 1.27 0.20 0.95 0.20
14 1651 | 1746 1.27 0.20 0.95 0.15 40 49.53 50.48 1.27 0.20 095 | 020
16 1905 | 20.00 1.27 0.20 0.95 0.15 50 62.23 63.18 1.27 0.20 0.95 0.30
20 24.13 25.08 1.27 0.20 0.95 0.15 60 74.93 75.88 1.27 0.20 0.95 0.30
2 | 2921 30.16 1.27 0.20 0.95 0.20 64 80.01 80.96 1.27 0.20 0.95 0.30
26 | 3175 32.70 1.27 0.20 0.95 0.20

ORDERING INFORMATION
Follow the sequence listed below to select the desired part number.
Example: IAWG 28-34-G is a Flat cable AWG 28, Ul-approved, color grey, with 34 conductors.

No. of No. of
Series conductors Color Series conductors Color
|1IAWG?28 || 34 |- G | |1AWG28 || 34 |-| co |
IAWG 28 8 26 G IAWG 28 10 34 co
9 34 Grey 14 37 Colored

10 36 16 40

14 37 20 50

15 40 24 60

16 50 25

20 60 26

24 64



